19990223.ba v02_n437.bam.990223 


>From ???@??? Wed Feb 24 00:53:34 1999 

Message-Id: <199902232002 .0AA29032Q@sco.theporch. com> 
Date: Tue, 23 Feb 1999 14:01:30 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BOATANCHORS digest 2437 


BOATANCHORS Digest 2437 
Topics covered in this issue include: 


1) Re: 3-500Z chimneys 
by Morris Odell <morriso@vifp.monash.edu.au> 
2) Re: Regenerative receivers... 
by Kargokult@aol.com 
3) Re: cleaning aluminum crud 
by "Arden Allen" <gumbear@pacbell.net> 
4) Re: Regenerative Receivers 
by Jim Hill <jshillw6ivw@earthlink.net> 
5) FS: Dorrough DAP-310 AM Audio Processor 
by "Grant Youngman" <nq5t@gte.net> 
6) Headphone rewiring, etc. 
by "Roberta J. Barmore" <rbarmore@indy.net> 
7) tinsel wire 
by John Shriver <jas@shiva.com> 
8) Re: Headphone rewiring, etc. 
by "Tony Schroeder N8SNC" <tony@bright.net> 
9) Re: Headphone rewiring, etc. 
by WOEOM@aol.com 
10) cleaning ceramic sockets? 
by "Tom R. Rice" <tomrice@netcom. com> 
11) Re: cleaning ceramic sockets? 
by "Roberta J. Barmore" <rbarmore@indy.net> 
12) vienna hamfest change 
by philip mccoy <dgnova@erols.com> 
13) RE: GB> cleaning ceramic sockets? 
by "Roy Morgan" <roy.morgan@nist.gov> 
14) dishwashing ceramic sockets 
by John Shriver <jas@shiva.com> 


Message-ID: <36D22483.1596@vifp.monash.edu.au> 
Date: Tue, 23 Feb 1999 14:46:11 +1100 

From: Morris Odell <morriso@vifp.monash.edu.au> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 


CC: boatanchors@sco.theporch.com 

Subject: Re: 3-500Z chimneys 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi all, 


zeitler@ibm.net wrote: 
> 
> I have a need for several 3-500Z tube chimneys. Reportedly Coleman lantern 
> globes can be used. Has anyone tried this? 

> 

> Sure beats paying $40.00 per unit from RF Parts. 


I'm not sure how big a 3-500Z is but this certainly works in my 
amplifier which uses a 4-250A sized tube. I had to make up little 
brackets to hold the chimney and it's been going strong for about 10 
years. I don't know what type of lantern the chimney was meant for - 
it's a cylinder of pyrex made by the Jena company of Germany. I bought 
it in a camping store. 


It was considerably cheaper that the real thing! 


73 de Morris VK3DOC 


> 
> Lane Zeitler 
> Ku7i 


From: Kargokult@aol.com 

Message-ID: <f11ca10e.36d239f4@aol . com> 

Date: Tue, 23 Feb 1999 00:17:40 EST 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: Re: Regenerative receivers... 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


In a message dated 99-02-22 20:33:05 EST, ebjr@worldnet.att.net writes: 


> I have had some very remarkable results from "one tubers" using 

> ceramic sockets, only to have failure, or at least partial failure, using 
> something inferior to ceramic in the SAME CIRCUITS THAT 

>WORKED SO WELL before! 


wow! 

which explains why Mr. Dooerle, in his original article (1934 ? ) 
on the "Dooerle regen" ( #30 + #30 ) harped so much on quality of 
components. thanks for the reminder, Sandy. 

hue 


Message-Id: <199902230530.VAA19965@mail-gw2.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: cleaning aluminum crud 

Date: Mon, 22 Feb 1999 21:29:41 -0800 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


> I have opened up a Daiwa antenna rotor and found an incredable amount of 
> white powder and corrosion. After going thru 2 dremel tool wire brushes 
at 

> $3.50 a pop there must be a better way. It does work but is very slow 
and 

> time consuming. Does anyone know of some chemical that would remove most 
of 


I don't think you would want to mess with anything that would disolve 
aluminum oxide. The best chemical I know is elbow grease. Or get it sand 
blasted and then chemically treated to prevent corrosion. Or just slather 
some heavy grease inside and redo it every couple of years. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-Id: <3.0.5.32.19990222223433 .014dfde0@earthlink.net> 
Date: Mon, 22 Feb 1999 22:34:33 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Jim Hill <jshillw6ivw@earthlink.net> 

Subject: Re: Regenerative Receivers 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Sandy: Thanks for the tip on using ceramic tube and coil sockets. I bought 
a home brew regen using 30's a while back. It really looked nice, with 
bakelite front panel, two National velvet verniers of the type used in the 
SW-3, old style 30's etc. After resoldering many bad solder joints, I got 
it running - poorly. It used the old bakelite surface mount tube sockets, 
and maybe that is part of the problem. I'll also look up the Dorele (sp?) 
reference, mentioned in the second post. 


Sandy: How does the RAK (or is it a RAL) work on 40? 


Message-Id: <199902231426.IAA14333@smtp1.gte.net> 
From: "Grant Youngman" <nq5t@gte.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Tue, 23 Feb 1999 08:26:01 -0600 
MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: FS: Dorrough DAP-310 AM Audio Processor 


Gents .. 


I have a Dorrough DAP-310 "Discriminant Audio Processor" which 
is excess to my needs. The box is in decent physical shape and 
appears to be working well, with manual. 


The DAP-310 is a broadcast pro quality split-band (actually tri-band) 
compressor/limiter and peak clipper for driving AM transmitter audio 
- i.e, making you louder. I'll be glad to answer any questions I can 
about the unit.. 


$250 plus shipping from 75077. 
Grant 


Grant Youngman -- NQ5T 
nq5t@gte.net 

HTTP: //home1. gte.net/nq5t 
Double Oak, TX (near Dallas) 


Date: Tue, 23 Feb 1999 09:35:34 -0500 (EST) 

From: "Roberta J. Barmore" <rbarmore@indy.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Headphone rewiring, etc. 

Message-ID: <Pine.SUN.3.96.990223083007 .6954B-100000@indy2> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Hi! 


Sandy's been spreading the Good Word about regen sets (and no bunk, 
though I will add that good ol' polystyrene is a low-loss RF 
insulator, when you can find the actual stuff and not some fake version). 


So--say you've got a first-rate regen set; how are your headphones? 


I've been having Headphone Hospital recently, starting with a set of 
the seemingly ubiquitous Brandes ("Superior Matched Tone!) cans that 
showed up a local old-radio meet [1]. 


Rule 1: Never set headphones down directly on your workench! Brush off 
the iron filings (etc.) and lay down a sheet of paper to work on. 
Headphone magnets are pretty powerful and bits of steel stuck to the poles 
do ‘em no good. 


Brandes liked aluminium backs, which clean up well with Flitz polish; 
cap threads on mine had some aluminium "white grunge" in ‘em, but after 
external cleaning I was able to (carefully!) unscrew the Bakelite caps, 
set the diapraghms aside (on the paper, on a flat, smooth surface--don't 
bend ‘em!), and use a small scribe to clean out the threads. 


A small strip of masking tape lifted off the usual metal chips that 
were already stuck on the pole pieces. Be careful, the windings are close 
by and it is xtiny* wire. In extreme cases, duct tape can be used but 
watch out, it's seriously sticky. 


A weak point of the Brandes and many similar cans with terminals on the 
outside is the point where the windinings connect to the threaded terminal 
stud inside. There usually no slack in the wire--if someone has managed 
to spin the stud, it breaks. Lucked out this time, mine were okay. 


Cleaned and polished up the caps--household ammonia followed by 
Flitz--and very carefully cleaned the diaphragms; leave them laying flat 
and work gently with dilute ammonia. Let each side dry before turning 
over. Sometimes it helps to turn them over on reinstallation, as they can 
take a "set" from the permanent magnets. Keep them clean! 


The headband on my set has canvas sewn over steel wires; canvas is 
brittle but not bad. (This can be replaced--old blue-jean denim is just 
about perfect--but it's a lot of slow hand-sewing). A clamping nut was 
missing from one side (the old ones didn't have a sliding fit between the 
"yoke" that holds the earpiece and the band, but a collet and clamp nut 
instead). Turned out to be 1/4-32, a NEF (National Extra Fine) thread. 
(But there can be surprises here--a friend's Brandes cans have 1/4-39 
clamp nuts!) This was "fixed" by the simple expedient of having a good 
machinist among my local ham friends [2]; but note that McMaster-Carr 
carries taps in most every standard thread there ever was (though 39-pitch 
isn't one of 'em) and a workable replacment could have been made from a 
little chunk of brass drilled and tapped to fit. Start with round stock 
and very simple "lathe" work can be done with an electric drillmotor held 
in a vise. 


The yokes themselves--the little "slingshot" assemblies that hold the 
earpieces pivotwise and connect to the headband--cleaned up well with 
Barkeeper's Friend followed by polish. Nothing exotic here, though mind 
all the pressed-together parts for anything loose. 


And that leaves the mother-lode of unobtanium: the cord. Well, all is 
not lost. Just received from PhoneCo [3] some brand-new tinsel cord, 
toothy lugs, and phone tips! Alas, the pre-made Y cord x*is* no longer 
made, but by careful braiding (two wires and the cloth outer sleeve), it 
is possible to make up a workable cord. Start at one earpiece and braid 
over to the other, interleaving the braid at the fork. 

There are some quirks to this: 

The earpieces should be wired series-aiding--most of the rear-terminal 
cans have one terminal marked + and you do ‘em just like batteries. The 
tinsel-cord has red and cream tracers in the two wires, and when you get 
ready to braid, you'll have one wire that just goes from side to 
side--it'll be one of the two tracer colors, so start at the end that has 
the same color tracer in each wire; you'll be able to tell which is which 
with them unbraided, hook 'em up, and when you get over to the other side, 
the tracers will tell you there. The + connection should go the the 
battery side of your phone jack, btw. 

Cloth-covered tinsel cord has an outer "sleeve." When terminating this 
stuff, it is best to open up the braid and pull the wires out through it, 
then tie off the empty sleeving around itself back where the wires are 
still inside. Friction between the wires and the sleeve in a long 
length--like for the "Y"--is really amazing but if you work slowly and 
carefully it can be done. A scribe or a big, blunt harness needle is 
useful for the fishing-out process. 

"Toothy lugs" are special little critters. They have two teeth inside 
the barrel, which bite though the cloth and into the tinsel. Crimping 
them up, you work the wire into place (leave some slopped out the lug 
side, makes it easier), then use a series of crimps with pliers or 
(better) a crimper for insulated lugs, working around the diameter until 
the barrel is squeezed in tight and round. Then trim off the excess. If 
you are using a 1/4" plug, put ‘em on the set end, too, and use the "fat" 
screw terminal phone plugs Radio Shack still sells--they won't grip tips 
like the old Switchcraft version. (No longer made--hunt ‘em up at 
hamfests; they have a hole to tie off the outer sleeving for strain relief 
and grooves in the terminals that will hold a tip plug under the screw). 

PhoneCo's tip plugs are xmachined* rather than the drawn types common 
on cans in later years. They look really good! If you're using tip 
plugs, gently expose the tinsel and wrap it with fine bare wire (old 
extension cords are a good source). Tin it up and set aside. Clamp the 
plug between a couple of wood scraps in your vise, tin the inside well 
(get it about half-full of solder), then take the tinned lead and plunge 
it in. Mind your eyes, sometimes it will spit. ...Tinsel cord is tricky 
to solder. It may take a few tries. 


And there you have it--"Headphone Hospital." 


Footnotes: 

1. Indiana Historical Radio Society, an FB bunch of BCLs. ;) Picked up a 
real Raytheon '10, too, and some QSTs, but major ham-pickings were 
slim. 

2. And, I might add, a first-rate old-radio ham of the most breadboarded 
sort! Shouldn't ought to let machinists near wood, it's almost too 
easy for ‘em. :) 

3. PhoneCo, Inc., 19813 East Mill Road, P.O. Box 70, Galesburg, WI 54630; 
phone (608) 582-4124; fax (608) 582-4593; http://www.phonecoinc.com 
Pretty good folks. Price of some of the all-original old phones will 
stun you but repair parts are reasonable. 


KB9GKX "RJ" rbarmore@indy.net Roberta J. (Bobbi) Barmore 
FISTS #3388 * G-QRP #10001 * ARRL * RSGB x WIA 
Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys 


Date: Tue, 23 Feb 1999 10:25:52 -0500 

Message-Id: <199902231525.KAA28460@brill.shiva.com> 
From: John Shriver <jas@shiva.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: tinsel wire 


A good source of wire to "lash" around the conductors of tinsel wire 
is 30 gauge wire-wrap wire. It's tinned, pure, and soft. I bend over 
one end, and lay that parallel to the tinsel strands. Then I wrap it 
really neatly around the tinsel strands, over the tail that I laid 
down. I cover the entire exposed section of tinsel. Then I smear it 
with Ersin rosin flux (I have a little plastic case of it). Then I 
tin it with a lot of solder. 


I've done this sucessfully many times when repairing cords on old 
telephones. This is also the way they were originally done, for the 
few that were soldered. 


Glad to hear that Phoneco finally has the right crimp lugs, I've had 
to recycle a lot of them, which is a very fussy process. (I'll accept 
all donations of old cloth phone cords...) 


Indeed, the old phones fetch fancy prices now. "The Phone Company" 
was very efficient about scrapping them all. Unfortunately, many get 
hopelessly over-restored, for the "decorator" market. I like them as 


original as possible, not repainted with epoxy paint... 


Message-Id: <199902231602.LAA27669@sparticus.bright.net> 
From: "Tony Schroeder N8SNC" <tony@bright.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 23 Feb 1999 09:52:52 +0000 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: Re: Headphone rewiring, etc. 

CC: boatanchors@theporch.com 


Hi Bobbi, 


> Sandy's been spreading the Good Word about regen sets (and no bunk, 

> though I will add that good ol' polystyrene is a low-loss RF 

> insulator, when you can find the actual stuff and not some fake version). 
> So--say you've got a first-rate regen set; how are your headphones? 


Some great info here, Bobbi. I've run across a set of Brandes 'phones 
with a different trouble: the magnets no longer "bite". The diaphrams 
are in good shape, and a quick visual inspection indicates that all 
of the necessary parts are present, but the magnets (in both 
receivers) do not "grab" the diaphrams. Is a magnetectomy in order? 


Thanks for the tips on restoration. What were the preferred brands 
amongst Old Timers? I have a couple of Trimm sets that work well, and 
a military set (HS-16, I think) that is positively LOUD. I must 
confess that I use the Japan Radio ST-3 600 ohm set the most, though. 
~) 


73, 


Tony N8SNC 


From: WOEOM@aol.com 

Message-ID: <238e2373.36d2d4a8@aol.com> 

Date: Tue, 23 Feb 1999 11:17:44 EST 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: boatanchors@theporch.com 

Mime-Version: 1.0 

Subject: Re: Headphone rewiring, etc. 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Hi Bobbi and the group - your story sent me to the garage to pull out a box 
of headphone parts i have been saving for some time , from an estate. I have 
dozens of diaphrams, 1.75 in dia (WE?), 2 in and 2.2 in . will send 2 to 
anyone in exchange for sase. have several shells for Baldwins, a few yokes. 
etc. no cords , however. would like to sell the lot to a good home. 


73, Will santa Clara, CA 


From: "Tom R. Rice" <tomrice@netcom. com> 

Message-Id: <199902231801.KAA24084@netcom6.netcom. com> 
Subject: cleaning ceramic sockets? 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 23 Feb 1999 10:01:36 -0800 (PST) 

Cc: glowbugs@piobaire.mines.uidaho.edu (free glowbugs) 
MIME-Version: 1.0 

Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: 7bit 


The posts on using ceramic sockets for the RF stuff 
in regens remind me that I have several of these 
dudes which are prettry grubby. I'm highly receptive 
to suggestions for cleaning which do not encourage 
water retention/adsorption. Some of these guys are 
unglazed. 


thanks, WB6BYH 
"Start off every day with a smile and get it over with." --W.C.Fields 
Tom R. Rice 
tomrice@netcom.com 


Date: Tue, 23 Feb 1999 13:22:59 -0500 (EST) 

From: "Roberta J. Barmore" <rbarmore@indy.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: glowbugs@piobaire.mines.uidaho.edu, BA <boatanchors@sco.ThePorch.com> 
Subject: Re: cleaning ceramic sockets? 

Message-ID: <Pine.SUN.3.96.990223131211 .23326B-100000@indy2> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Hi, Tom! 


Have you tried 1,1,1 trichlor? Sometimes sold as "Carbo-Chlor" (more 
lately, "Carbo-Sol," a formulation supposedly safer for the ozone), it is 


a good cleaner and not only does it contain no water, it's antagonistic to 
to water--takes it up and evaporates off. Use in a well-ventilated area! 

Acetone, mineral spirits, or the more horrible-awful stuff, like 
toluelene, will also do the job and not carry water into the ceramic. I 
have never found any of them to harm ceramic, though the usual disclaimers 
apply. Most of them are a real good thing to xnotx sniff, and catch fire 
with remarkable ease, so use at your own risk. 

...First-level cleaning, one of those good white drafting erasers is 
probably worth a try--low-risk and easy. 

73, 

- -Bobbi 


KB9GKX "RJ" rbarmore@indy.net Roberta J. (Bobbi) Barmore 
FISTS #3388 * G-QRP #10001 * ARRL * RSGB x WIA 
Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys 


Message-ID: <36D31CD9.5606@erols.com> 

Date: Tue, 23 Feb 1999 13:25:45 -0800 

From: philip mccoy <dgnova@erols.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: vienna hamfest change 

Content-Type: multipart/mixed; boundary="------------ 5F795ED837A7" 


This is a multi-part message in MIME format. 
wn enee---- ee 5F795ED837A7 
Content-Type: text/plain; charset=us-ascii 


Content-Transfer-Encoding: 7bit 


The vienna hamfest is at a new location. For map see: 
http: //www.erols.com/k3mt/vws 


woe ----------- 5F795ED837A7 

Content-Type: text/html; charset=iso-8859-1 
Content-Transfer-Encoding: 8bit 

Content-Base: "http://www.erols.com/" 

<BASE HREF="http://www.erols.com/"> 

<html> 

<head> 

<title>Erol's Internet: The Fastest Way To The World</title> 
</head> 


<body background="erols/images/index/back.gif" bgcolor="4#FFFFFF" topmargin="1" 


leftmargin="2"> 


<table border="0" width="620" cellpadding="0"> 
<tr> 
<td width="120" valign="top"><div align="center"><center><table border="0" 
cellspacing="0" cellpadding="0"> 
<tr> 
<td width="100%" align="center"><a href="http://cgibin.erols.com/erols/ 
cgi-bin/ad1.pl"><img src="erols/images/ads_top/ad1.gif" border="0" alt="Click 
Here!" WIDTH="100" HEIGHT="90"></a></td> 
</tr> 
<tr> 
<td width="100%"><img src="erols/images/sidebar/half_blank. gif" 
WIDTH="108" HEIGHT="8"></td> 
</tr> 
<tr> 
<td width="100%"><a href="https://swww.erols.com/erols/signup/"><img 
src="erols/images/sidebar/buttons/signupnow. gif" alt="Sign Up Now" border="0" 
WIDTH="108" HEIGHT="25"></a></td> 
</tr> 
<tr> 
<td width="100%"><a href="http://store.erols.com"><img src="erols/images/ 
sidebar/buttons/erolsstore.gif" border="0" alt="Erols Store" WIDTH="108" 
HEIGHT="25"></a></td> 
</tr> 
<tr> 
<td width="100%"><a href="http://classifieds.erols.com"><img src="erols/ 
images/sidebar/buttons/classifieds.gif" border="0" alt="Classifieds" WIDTH="108" 
HEIGHT="25"></a></td> 
</tr> 
<tr> 
<td width="100%"><a href="erols/search/newspapers.htm"><img src="erols/ 
images/sidebar/buttons/news.gif" border="0" alt="Online News" WIDTH="108" 
HEIGHT="25"></a></td> 
</tr> 
<tr> 
<td width="100%"><a href="erols/search/index.html"><img src="erols/images/ 
sidebar/buttons/search.gif" border="0" alt="Search The Net" WIDTH="108" 
HEIGHT="25"></a></td> 
</tr> 
<tr> 
<td width="100%"><a href="http://www.netgrocer.com/default.cfm? 
s=29000"><img src="erols/images/sidebar/buttons/netgrocer.gif" border="0" 
alt="Netgrocer" WIDTH="108" HEIGHT="25"></a></td> 
</tr> 
<tr> 
<td width="100%"><img src="erols/images/sidebar/half_blank. gif" 
WIDTH="108" HEIGHT="8"></td> 


</tr> 
<tr> 
<td width="100%" align="center"></td> 
</tr> 
<tr> 
<td width="100%"><img src="erols/images/sidebar/half_blank. gif" 
WIDTH="108" HEIGHT="8"></td> 
</tr> 
<tr> 
<td width="100%" align="center"><a href="http:// 
erols.planetdirect.com"><img src="erols/images/sidebar/buttons/planet. gif" 
border="0" alt="Planet Direct" WIDTH="71" HEIGHT="38"></a></td> 
</tr> 
</table> 
</center></div></td> 
<td width="10"></td> 
<td width="470" valign="top"><table border="0" width="478"> 
<tr> 
<td colspan="2" width="474"><!--webbot bot="ImageMap" rectangle=" (205,64) 
(467, 104) http://www.starpower.net" rectangle=" (3,64) (204, 104) http:// 
www.rcn.com" rectangle=" (2,0) (467, 63) http://erols.planetdirect.com" 
src="erols/images/index/mainheader.gif" border="0" startspan --><MAP 
NAME="FrontPageMap"><AREA SHAPE="RECT" COORDS="205, 64, 467, 104" HREF="http:// 
www. starpower.net"><AREA SHAPE="RECT" COORDS="3, 64, 204, 104" HREF="http:// 
www.rcn.com"><AREA SHAPE="RECT" COORDS="2, ©, 467, 63" HREF="http:// 
erols.planetdirect.com"></MAP><a href="../_vti_bin/shtml.exe/homepage/ 
indexnew.html/map"><img ismap usemap="4#FrontPageMap" border="0" src="erols/images/ 
index/mainheader. gif"></a><!--webbot bot="ImageMap" endspan i-checksum="18398" -- 
></td> 
</tr> 
<tr> 
<td align="center" width="235"><img src="erols/images/index/about. gif" 
alt="About The Company" WIDTH="200" HEIGHT="24"></td> 
<td align="center" width="235"><img src="erols/images/index/business. gif" 
alt="Business Services" WIDTH="200" HEIGHT="30"></td> 
</tr> 
<tr> 
<td width="231" valign="top"><font size="2" face="Arial"><img src="erols/ 
images/index/reddot.gif" WIDTH="7" HEIGHT="7"> <a href="erols/news/ 
index.html">News 
&amp; Updates</a><br> 
<img src="erols/images/index/reddot. gif" WIDTH="7" HEIGHT="7"> <a 
href="erols/index/directions.htm">O0ffices &amp; Directions</a><br> 
<img src="erols/images/index/reddot. gif" WIDTH="7" HEIGHT="7"> <a 
href="erols/index/careers.htm">Career Opportunities</a><br> 
<img src="erols/images/index/reddot. gif" WIDTH="7" HEIGHT="7"> <a 
href="erols/index/comment.htm">Ask Us A Question</a></font></td> 
<td width="235"><font size="2" face="Arial"><img src="erols/images/index/ 


reddot.gif" WIDTH="7" HEIGHT="7"> <a href="erols/bsg/business_solutions.html">High 
Speed Access</a><br> 
<img src="erols/images/index/reddot. gif" WIDTH="7" HEIGHT="7"> <a 
href="erols/bsg/web_hosting.html">Web Hosting</a><br> 
<img src="erols/images/index/reddot. gif" WIDTH="7" HEIGHT="7"> <a 
href="erols/bsg/bsg_pricing.html">Business Solutions Pricing</a><br> 
<img src="erols/images/index/reddot. gif" WIDTH="7" HEIGHT="7"> <a 
href="http://www.erols.com/computers/">Computers</a></font></td> 
</tr> 
<tr> 
<td align="center" width="235"><img src="erols/images/index/member. gif" 
alt="Technical Support" WIDTH="200" HEIGHT="30"></td> 
<td align="center" width="235"><img src="erols/images/index/products. gif" 
alt="Products &amp; Services" WIDTH="200" HEIGHT="30"></td> 
</tr> 
<tr> 
<td width="235"><font size="2" face="Arial"><img src="erols/images/index/ 
reddot.gif" WIDTH="7" HEIGHT="7"> <a href="erols/support/faq.htm">Frequently Asked 
Questions</a><br> 
<img src="erols/images/index/reddot. gif" WIDTH="7" HEIGHT="7"> <a 
href="erols/support/index.html">Useful Links</a><br> 
<img src="erols/images/index/reddot. gif" WIDTH="7" HEIGHT="7"> <a 
href="erols/support/access.htm">Local Access Numbers</a></font></td> 
<td width="235"><font size="2" face="Arial"><img src="erols/images/index/ 
reddot.gif" WIDTH="7" HEIGHT="7"> <a href="erols/index/index.html">Web Site 
Index</a> / <a href="erols/index/price.htm">Rates</a><br> 
<img src="erols/images/index/reddot. gif" WIDTH="7" HEIGHT="7"> <a 
href="https://swww.erols.com/erols/signup/">Sign Up Online</a> / <a href="https:// 
swww.erols.com/erols/renewal/renewal.html">Account Renewal</a><br> 
<img src="erols/images/index/reddot. gif" WIDTH="7" HEIGHT="7"> <a 
href="http://www.erols.com/classes/">Erols Classes</a> / <a href="http:// 
store.erols.com/erolskey/">Instructional CD</a></font></td> 
</tr> 
<tr> 
<td colspan="2" width="474"><img src="erols/images/sidebar/half_blank. gif" 
WIDTH="108" HEIGHT="8"></td> 
</tr> 
<tr> 
<td colspan="2" width="474"><!--webbot bot="HTMLMarkup" StartSpan --> 
<a href="http://erols.pcflowers.com/"><img src="/erols/images/ads_big/ 
pcflowers.gif" Alt="Erols PC Flowers & Gifts" width=468 height=60 border=0></a> 
<!--webbot BOT="HTMLMarkup" endspan --> </td> 
</tr> 
<tr> 
<td colspan="2" width="474"><p align="center"><img src="erols/images/ 
index/Red_LineAQ31.gif" WIDTH="460" HEIGHT="2"><br> 
<font size="1" face="Arial"><strong><br> 
MAIN: (703) 321-8000 &nbsp; &nbsp; SALES: 1 (888) GO EROLS &nbsp; &nbsp; 


TECH SUPPORT: 1 
(888) EROL NET<br> 
<br> 
</strong></font><img src="erols/images/index/Red_LineA031.gif" WIDTH="460" 
HETGHT="2"></p> 
<p align="left"><font size="1" face="Arial">By subscribing to Erols 
Internet Services you 
acknowledge that you have read, agree, and abide by the terms and 
conditions of the <a href="erols/index/agreement.htm">Erols Internet Access 
Subscriber Agreement</a>. You also 
certify that you are 18 years of age or older. In addition, be aware that 
some of the 
information available on the Internet is unsuitable for children; 
therefore, Erols offers 
free SurfWatch, the leading brand of client and server content filtering 
products.</font></p> 
<p align="right"><font size="1" face="Arial"><a href="erols/index/ 
index. html">INDEX</a>/<a href="erols/index/price.htm">RATES</a></font></p> 
<div align="center"><center><table border="0" cellspacing="8" 
cellpadding="0"> 
<tr> 
<td align="center"><img src="erols/images/index/netscape. gif" 
border="0" alt="Netscape" WIDTH="88" HEIGHT="31"></td> 
<td align="center"><a href="http://store.erols.com/surfwatch"><img 
src="erols/images/index/surfwatch.gif" border="0" alt="Surfwatch" WIDTH="88" 
HEIGHT="31"></a></td> 
<td align="center"><img src="erols/images/index/msie.gif" border="0" 
alt="IE4" WIDTH="88" HEIGHT="31"></td> 
<td align="center"><a href="erols/support/56k.htm"><img src="erols/ 
images/index/k56flexclr.gif" border="0" alt="K56 Flex" WIDTH="62" HEIGHT="33"></ 
a></td> 
</tr> 
</table> 
</center></div><p align="center"><font size="1" face="Arial"><br> 
<br> 
@1997-98 Erols Internet - an <a href="http://www.rcn.com">RCN</a> company: 
all rights 
reserved</font></td> 
</tr> 
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From: "Roy Morgan" <roy.morgan@nist.gov> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "free glowbugs" <glowbugs@piobaire.mines.uidaho.edu> 
Subject: RE: GB> cleaning ceramic sockets? 
Date: Tue, 23 Feb 1999 14:40:54 -0500 
Message-Id: <0Q00901be5f£64$6cd7c180$325f2e82@morganrswnt4.dt.navy.mil> 
Mime-Version: 1.0 
Content-Type: text/plain; 
charset="is0-8859-1" 
Content-Transfer-Encoding: 7bit 


Tom, Anchorites, 


I put ceramic tube sockets and similar parts in the diswasher. I then let 
them dry for a while. I believe that they are not porous and will not 
aBsorb, aDsorb or retain water. 


One warning: those lovely decals on Johnson and Millen antique tube sockets 
will disappear in the dishwasher. 


Keep em glowing! 
Roy 


S seess Original Message----- 

From: owner-glowbugs@piobaire.mines.uidaho.edu 
[mailto:owner-glowbugs@piobaire.mines.uidaho.edu]On Behalf Of Tom R. 
Rice 

Sent: Tuesday, February 23, 1999 1:02 PM 

To: boatanchors list 

Cc: free glowbugs 

Subject: GB> cleaning ceramic sockets? 


The posts on using ceramic sockets for the RF stuff 
in regens remind me that I have several of these 
dudes which are prettry grubby. I'm highly receptive 
to suggestions for cleaning which do not encourage 
water retention/adsorption. Some of these guys are 
unglazed. 


thanks, WB6BYH 
"Start off every day with a smile and get it over with." --W.C.Fields 
Tom R. Rice 
tomrice@netcom.com 
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Date: Tue, 23 Feb 1999 15:00:46 -0500 

Message-Id: <199902232000.PAA28804@brill.shiva.com> 
From: John Shriver <jas@shiva.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: dishwashing ceramic sockets 


Do be aware that dishwashers are wicked powerful. While I don't think 
they will do anything bad to the ceramic of the socket, they may do a 
job on the tin plating on the contacts. My wife ran a tin-plated 
steel wire wisk through the dishwasher, and it came out with quite a 
few untinned rusty spots. They weren't there before... 


Most tube sockets probably would have tarnishing problems without the 
tin plate... 


End o£ BOATANCHORS Digest 2437 
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